1. Unique identification code of the product-type

2. Intended use/es
3. Name and address of the manufacturer

4. Authorised representative

5. System/s of AVCP

6. Harmonised standard

Notified body/ies

7. Declared performance/s

Essential characteristics

Nominal activation conditions/sensitivity
Nominal activation conditions/sensitivity
Response time

Operational reliability

Operational reliability

Performance parameters under fire conditions
Fire resistance - mechanical stability

Ability to open under environmental conditions
Ability to open under environmental conditions
Effectiveness of smoke - aerodynamic free area
Reaction to fire class

Heat transmittance of

Impact resistance for the large soft body

No XXXXXXXXXX

¥ mercor

Declaration Of Performance

XUSXXXXK /XK KKX

Natural smoke and heat exhaust vent mcr Prolight (DVP-A A/B HX)
Component of natural smoke and heat exhaust system

MERCOR SA. ul. Grzegorza z Sanoka 2. 80-408 Gdansk. Poland. MERCOR SA.
ul. Kwarcowa 3A. 83-031 teaowo. Poland

system 1/ system 4

EN 12101-2:2003, EN 1873:2005

Notified body no. 1396 FIRES s.r.o., ul. Osloboditel'ov 282, 059 35 Batizovce.
Certificate of constancy of performance CE 1396-CPR-0040

Performance
pass

pass

<= 60s

Re XX

WL XX
AAthroat < 10%
B XXX

SL XXX

T(XX)

Aa=X XX m2

X

Urc=X,X W/(m2k)
SB XXX

Harmonized technical
EN 12101-2:2003, 4.1
EN 12101-2:2003, 4.2
EN 12101-2:2003, 7.1.2
EN 12101-2:2003, 7.1
EN 12101-2:2003, 7.4
EN 12101-2:2003, 7.5
EN 12101-2:2003, 7.5
EN 12101-2:2003, 7.2
EN 12101-2:2003, 7.3
EN 12101-2:2003, 6

EN 12101-2:2003, 7.5.2.1
EN 1873:2005,5.9.2
EN 1873:2005,54.3.2

Notes

(the worst class among used
system 4
AVCP system 4, when safety

The performance of the product identified above is in conformity with the set of declared performance/s. This declaration of performance is issued, in

Signed for and on behalf of the manufacturer by:
Tomasz Balicki
Director of the Production Plant in Cieplewo

Page

on 2024-01-09



